
Compressor Product Line Up

•  

Compressors for Air Conditioning
R410A Copeland Scroll R410A Copeland Scroll 

Copeland has been a leader in the HVACR industry, 

offering a full range of R410A Copeland scroll 

commercial air-conditioning compressors. The 

Copeland ZP series compressors are well-suited for 

air-cooled systems up to 600 kW and water-cooled 

systems up to 700 kW (IPLV). They provide versatility, 

accommodating single compressors, two compressors 

in tandem, or three compressors in parallel systems.

With a strong seasonal energy efficiency ratio, the 

Copeland ZP compressors deliver efficient, reliable, 

and flexible solutions for system manufacturers. This 

makes them a practical choice for various 

applications across the industry.
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Note: For more information on operating ranges and high temperature applications, 
please contact your local Copeland sales representative or applications engineer
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Based on AHRI conditions: evaporating temperature 7.2°C, condensing temperature 54.4°C, subcooling 8.3K, superheat 11.1K, ambient temperature 35°C

Key Features
• Proven Copeland reliability in tandem and trio 

systems with superior Seasonal Energy 

Efficiency Ratio

• Copeland axial and radial compliance 

technology helps ensure higher energy 

efficiency and operational reliability

• Lower Life Cycle Climate Performance

• Wide capacity R410A Copeland scroll 

compressor line

• Lower noise and vibration levels

• Capable oil circulation rate



R410A Technical Data
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